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anuary 29, 1981

Be so Development Corporation
P. O. Box X
Vernal, Utah 84078

Re: We1SÈo. Cottonwood Buttes 2930GR
Soc. 30, T. 98, R. 218
Uintah County, Utah

Insofar as this offico is concerned, approvaito drill the abOYO
refeired to oil is hereby granted in accordance with Rule C-3, General
Rules and Regulatións and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to imediately notify the following:

MICHARLT. MINDER- Petroleuin Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Porm OGC-8-X; which is to be completed whether
or not water sands (Acquifersy are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested t this Division be notified within 24 hours
after drilfing operations comence, and that the drilling contractor and rig
number bo identified.

The API number assigned to this well is 43-047230862.

Sincerely,

DIVISION OF OIL, GAS, ANDMINING

Michael T. Minder
Petroleum Engineer

/ko
cc:



United StatesDepartment of the Interior I & R
U-802

BUREAU OF LAND MANAGEMENT
VERNALDISTRICT OFFICE

170 South 500 East
Vernal, Utah 84078

March 2, 1981
Ed Guynn, District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: Belco Petroleum Corporation
Cottonwood Buttes, *

.

Lease #0581
Well # 1-30GR
Well # 2-30GR
Well # 3-30GR
Well # 4-30GR
Well # 5-30GR
Well # 6-30GR
T.9S., R.21E., Sec. 30
Uintah County, Utah

Dear Mr. Guynn:

A joint field examination was made on February 27, 1981, of.the abovereferenced well site locations, proposed access roads, and flowlines.We feel that the surface use and operating plans are adequate with the
following stipulations:

1. Construction and maintenance of roads, rehabilitation of
disturbed areas, and construction of pipeline routes, shall
be in accordance with surface use standards as set forth inthe brochure, "Surface Operating Standards of Oil and Gas Explor-
ation and Development."

2. Traveling off access road right-of-way will not he allowed.
The oximum width of access roads (both e;:isting and plana d) Will
be 30 feet total disturbed area, except where backslopa and fillsrequire additional area. Turn-outs will not be required.

3. Topsoil will be stockpiled as address in the applicant's 13Point Plan. At least the top 6 inches of topsoil should be stock-
piled.

4. The BLMmust be contacted at least 24 hours prior to any con-
goosnow struction activities.

Continued . .



5. The BLMwill be contacted at least 24 hours prior to any rehab-
ilitation activities. The operator may be informed of any additional
needed seeding and restoration requirements.

6. In the event that oil storage tanks are used, earth dikes will be
built around the tanks in order to contain accidental spills. The
height of the dikes will be sufficient to contain the entire contents
of the tanks.

7. A wire mesh or web type fence will be used around the reserve
pits. At least two strands of barbed wire will top this fence.

8. Well # 4-30GR will have the length of its reserve pit shortened
to 150 feet.

9. WeTT# 2-30GR will have its pad rotated 90 degrees to the east *
.

and moved 90 feet to the east.

10. All pits will have at least 4 feet of their depths below the
natural ground.

11. Production facilities will be painted with a color which
blends in with the natural background. Various earth tones can
accomplish this.

The proposed activities do not jeopardize listed, threatened, or endan-
gered flora, fauna, or their habitats.

An archaeological study has been conducted in thesé areas. No cuTtural
resources were located.

The BLMrepresentative will be Ron Rogers, 789-1362.

Sincerely,

fin Dean . vant
Area Manager
Bookcliff Resource Area

cc: USGS,



FROM: : DISTRICT CEOLOCIST, , OALT LAKE .CITY, UTAH

TO : DISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAR

SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO. ~Org

OPERATOR: Co €¤Co 1 - WELL NO. 3Ç> G

LOCATION: C k SG & sec. GO , T. 5, , R. 1/ E. , i
County,

1. Stratigraphy:

2. Fresh Water:

3. Leasable Minerals:

4. Additional Logs Needed:

5.· Potential Geologic Eazards: WK € c

6. References and Remarks:

Signature: A y , ÚÙdbo Date: 1
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et r No. 42-R1425.

UNITED STATES
DEPARTMENTOF THE INTE 6. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURV .

U-05,81
.

APPLICATIONFOR PERMITTO DRILL,DEEPEN,O ACK * " """'^"°""°"' "*^*"

18. TYPE OF WORK k
DRILL:Q DEEPENO PLUGB KO ÚN T AGREEMENT NAME

b. TYPE 09 WELL
OIL GAS SINGLE

. FAEM OR LEASE NAME
WELL WELL OTHER ZONE ..

2. NAME OF OPERATOR O ' CO PTONW D BÚTTRS
BELCO DEVELOPMENT CORPORATION . WEI,L NO.

3. ADDBESS OB OFERATOR
2-30GR

..

P . O . BOX X , VERNAL , UTAH 8 4 0 7 8 Û. FIELD AND POOL, OR ILDCAT

4. LOCA¶lON OF WELL (Report location clearly and in accordance with any State requirements.*)
Atsugace CB-GreAO $1Ver

774 ' FSL & 1-995 ' FEL SW¼ SE¼ 1. ., o., R., M OR BI.E.

At proposed prod. zone

SAME Section 30 T9S , R21E
14. DISTAËCE IN MILES AND DIRECTION FROM NEAREST TOWN O POST OFFICR* 12. COUNTY OR PARISH 13. STATE

APPROX. 12 MILES SE OF OURAY, UTAH UINTAH UTAH
10. DISTANCE FEOM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WÉLL
PROPERTY OB LEASE LINE, FT.
(Also to nearest drIg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. norART on CABLE TooLa
TO NEAREST WELL, DRILLING, COMPLÉTED,

OR APPLIED FOR, ON THIS LEASÉ, Fr. ( 9
21. ELEVATIoNs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

4894 ' Natural G.L. March 26, 1981.
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4" 9 5/A" 36.0# 300' om nt to curface 2Ö0 ex.
R 3/4" 5 1/7" 17 0# 919' SUFFIÒIENT CEMER'Ì'TO ÖOVER

2003 ABOVE UPPERMOST ElYDRO-
CARBON ZONE TO. PROTECT OIL
SHALE.

SEE ATTACHEMNTS FOR:

10 POINT PROGRAM
13 POINT SURFACE USE PLAN
LOCATION PLAT
LOCATION LAYOUT -5 2
TOPO MAPS "A" & "B"
DIAGRAMS "A" & "B"

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAx: If proposal is to de plug back, give data on present p od e son nd p pose e productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths ive blowout
preventer program, if any.
24.

SIGNED TITLE DISTRICT ENC INDER
(This space for Federal or State o15ce use)

PERMIT NO APPROVAT, DATF

APPROVED BY
· A) 8. A.NSIRfŒS xxos.

CONDITIONS OF APPEOVAL, IF ANY :

NO¶CEOF APPROVAL
CONDITIONSOF APPROVALATTACHED

cTO ðPERATOR'S COpy



. (Ik alli
Identification CER/EA No. 270-81

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operätor Belco Development Corporation

Project Type Oil Well Drilling

Project Location 774' FSL 1895' FEL Section 30, T. 9S, R. 21E.

Well No. 2-30 GR Lease No. U-0581

Date Project Submitted January 22, 1981

FIELD INSPECTION Date February 27, 1981

Field Inspection
Participants Greg Darlington USGS, Vernal

Ron Rogers BLM, Vernal

Ed Taylor Belco Development

Steve Richens . Dirt Contractor

.Related Environmental Documents: Unit Resource Analysis, Seep Ridge Planning

Unit, BLM, Vernal

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-

fore, does not represent an exception to the categorical exclusions.

March 6, 1981
Date Prepared V vironmentyi Scientist

I concur

Date District Supervisor

Typing In 3-9-81 Typing Out
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PROPOSED ACTION:

Belco Development Corporation proposes to drill the 2-30 GR well, a 4918' oil

test of the Green River Formation. The location was moved 90' east then rotated

90° to avoid rocky outcrops and drainages where the pits were previously placed.

A new access road of about .5 miles would be required. A pad 215' by 425' and

a reserve pit 100' by 200' is proposed for this well.

REDOMMENDED APPROVAL CONDITIONS:

The operator agrees to accept the following conditions in addition to the plans

outlined in the APD and adhere to them:

1. BLM Stipulations

2. Lease Stipulations

3. Provide adequate logs as requested in _the Mineral Evaluation Report and Mining

Report, also, report if Gilsonite is encountered during



FIEl.D NOTES SHEET

Date of Field Inspection:

Well No. :

Lease No.:

Approve Location:

Approve Access Road:

Modify Location or Access Road: <r ,wy

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial Items
4. Uncertain and Unknown Risks
5. Establishes Precedents .

6. Cumulatively Significant
7. National Register Historic Places
8. Endangered/Threatened Species
9. Violate Federal, State, Local, or Tribal Laws

If this project.is not eligib.le for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local

topography)
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

e

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, GeoTogical Division, Water Resource Division,

Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement

f. 0565 codif lo y .FJ gr .

e



Becco Deves.orcure Comp
RoPose.o LocAY os

10

ÁP B

26 5

488



BELCO DEVELOPMENT.CORP.
ALE -

=
.50° co 2- 3o 4 R

RESERVE P ITS

Fresh Water Side Thisr Sidne FForú0dserflows

l'I S LOPEO p ogge p-
E .4 8 • r . 842.94 S (TY R)

TRASH BASKET R MUD TANKS PUMP OA T A S
UN I T

F-1.8
,

200°
o

C-0.r cATwALK
225' '3E1.4691.14

EL.4594 EL.4884.7
7 S' 4 0'RIG

WATERo e DOGHOUSE
LOCÑ $Ô

PIPE STagg

RACKS

STR. 2 LOC/9T10 No cyanos
N 175 4o'PARKING AREA

S

STORAGE TANK FUEL T ET TRAILER

(-5,'? [-2.7 EXISTINgEL.4899 9' EL.4996.t.9 QROUNO

.. Top Soil '
9

Stockpile

SOILS LITHOLOGY '-
SCALES-No Scale -

" =50°

APPRoxlMATE YARDAGES
Light Brown
Sandy Clay Cubic Yards Cut - SS Y

Cubic Yards Fill -



PTTONWOOD BUTTES #2-30GR

10 POINT PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of the Upper Eocene Age

2. ESTIMATED TOPS OF GEOLOGIC MARKERS:

Uinta Surface
Green River 1,392'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER,OIL, GAS OR MINERALS:

Uinta Sand and shale, possible gas shows
Green River Oil shale zone

, anticipate oil

4. PROPOSED CASING PROGRAM:

9 5/8", 36.0#, K-55 set @ 200', cement to surface w/200 sx "G" cement

5 1/2", 17.0#, K-55 set @ 4918' cement w/sufficient 50-50 Pozmis to
cover 200' above uppermost hydrocarbon
zone.

5. MINIMUM SPECIFICATION FOR PRESSURE CONTROL: '

The operators minimum specifications for pressure control equipment
are as follows: 10", 3000 PSI hydraulic doubiegate BOP, or hydriltype or equivalent. Pressure tests of BOP to 1000 PSI will be madeprior to drilling surface plug and on each trip for bit.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole will be drilled to approximatelY 4100'with 3% KCL H2o as necessary in order to clean the hole. From 4100'to TD, it is planned to drill-the well with mud. The mud system willbe a water based, gel-chemical mud, weighted
.up to 10.5 ppg as re-

quired for gas control.

7. AUXILIARY EQUIPMENT TO BE USED:

Auxiliary equipment to be used will be a 2", 2000 PSI choke manifoldand kill line, stabbing valve, kelly cock and visual mud monitoring.

8. TESTING, LOGGING AND CORING PROGRAMS:

No coring or drill stem testing has been scheduled for this well, Thelogging will consist of DLL, CNL, FDC and Gamma Ray with caliper.
9. ANTICIPATED ABNÒRMAL PRESSURE OR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will be
encountered, nor that any other abnormal hazards such as H2S gas will
be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:
Anticipated starting date is March 26, 1981.
Drilling operations should be complete two and 1/2 weeks after they



COTTON D BUTTES #2-30GR

13 POINT SURFACE USE PLAN

1. EXISTING ROADS:

A. For the location of the proposed well and the existing roads, see theattached Topo maps "A" & "B". The proposed well is located approximately12 miles SE of Ouray, Utah.

B. To reach the location drive west on Hiway 40 from Vernal, Ut. to theOuray turnoff,, turn South on Hiway 209 and travel 17 miles_South toOuray, go 6.8 miles further South and turn East for.5 miles to Section 30.See TOPO Maps "A" & "B".
C. The proposed route is outlined on Topo map "B".

D. See Topo map "B".

E. Not applicable.

F. Access to .the well site will be over existing county roads, and Belco'splanned access road.

2. PLANNED ACCESS ROAD:

See attached Topo map "B".

The planned access road will be 2,640 in length and will comply with thegeneral specifications as outlined.

A. The proposed access road will be a 32' crown road, usable 16' on eitherside of the centerline, with drain ditches along either side of theproposed road where it is determined necessary in order to handle anyrunoff from any normal weather conditions that are prevalent to thisarea.
B. Maximum grade of the proposed access road will be 3%.

C. No turnouts are planned for the length of the proposed access road.Line of sight vision is such that turnouts are unnecessary.
D. Drainage design of the proposed access road will avoid unnecessarydisturbance of natural runoff patterns. Drainage will be implementedso as not to cause siltation or accumulation of debris.
E. Surfacing material shall be the native borrow material from the cutareas and will be used to stabilize the road surface and location. Noother material for construction is anticipated.
F. No fences wi-11 be crossed in order to access the proposed location;no cattle guard will be needed.·

G. The road has been center line flagged for the full distance of theproposed



COTTONW BUTTES #2-30GR

3. LOCATION OF EXISTING WELLS:

A. Water wells-none
B. Abandoned wells-none
C. Temporarily abandoned wells-none
D. Disposal Wells-none
E. Drilling wells-none
F. Producing wells NBU 36-Y (CIGE 68-30-9-21) & NBU 14-30B in Sec. 30.G. Shut in wèlls-none
H. Injection wells-none
I. Monitoring wells-none

4. LOCATION OF EXISTING AND PROPOSED FACILITIES:

A. There are no existing production facilites owned or controlled by
Belco Development Corporation within one mile of this proposedlocation.

There are no tank batteries,_oil gathering lines, disposal lines mor
inj lines in the immediate vicinity. Gas gathering_lines are located in
Sec. 30, Sec. 31, and Sec. 29.

B. The attached Diagram "A" shows the proposed production facilitiesthat will be utilized in the event this well produces oil. All pro-
duction facilities will be kept on the pad.
Construction materials will be native borrow or cut exposed on the site,and will be consistent with accepted oil field standards and good
engineering practices.
A three strand barbed wire fence will be constructed and maintained in
good order around any disposal pits during the drilling and completion

.phase of this well. When these pits are no longer needed or within90 days, they will be covered over with native borrow material and re-
habilitated to conform with the agreement made with the private surfaceowners.

Guard rails will be constructed around the wellbead to prevent accessto livestock or wildlife.
Rehabilitation of the pits is discussed above. The remaining pad notused for producing operations will be recontoured to conform with thenatural grade and covered with topsoil saved on the site. Area willbe rehabilitated as per agreement with private surface owners.

5. LOCATION AND TYPE OF WATER SUPPLY:

A. Water to be used to drill this well will be hauled by truck from
Coastal's Uintah #1 pond.

B. Water will be hauled by truck, (liquid transport of Duchesne, Utah,
PSC #1969) on the above described access route. No new roads or
pipelines will be needed for this purpose.

C. No water well will be



6. souRcE OF CONSTRUCTIO ATERIA
COTTO D BUTTES #2-30GR

A. All construction materials for this location site and access road shallbe native borrow rock and soil accumulated during the construction.No additional road gravel or pit·lining materials are anticipated at thistime.
B. Items described in part "A" are from BLM controlled.lands.
C. See part "A".

D. No other access roads are required other than described in Item 2.
7. METHODS OF HANDLING WASTE DISPOSAL:

A. Drill cuttings, drilling fluids, salts, chemicals and produced fluidswill be disposed of in the reserve pit on the location pad.
B. See "A" above for disposal of drilling fluids.
C. See "A" above for disposal of produced water.
D. A portable toilet will be provided for human waste during the drillingphase.

. E. Garbage and.other waste materials will be contained in a wire mesh cage
,

and then
.disposed of in an approved waste disposal facility.

F. Immediately after the drilling rig moves off the location, the remainingtrash and garbage will be collected, and hauled away by truck. The re-
serve pit will be fenced on the open side to protect domestic animals andwildlife. This pit will be utilized during the completion and testingphase of the well for storage of produced fluids.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time andnone foreseen in the near future.
9. .WELL SITE LAYOUT:

See attached Location Layout sheet which shows the following items:
· A. Cross section of the pad showing details of the cuts and fills.

B. Location of the reserve pits, pipe racks, living facilities andtopsoil stockpile and excess cut stockpile.
C. Rig orientation, parking areas and access road.
D. Pits will be lined to conserve water and will be fenced on thefourth side at the completion of operations.

10. PLANS FOR RESTORATION OF BURFACE:

In the event of a dry hole, pits will be allowed to dry and will then beback filled and waste pits will be backfilled. The location will be restoredto as near the original contour as feasible and then reseeded.

A. Upon completion of the testing phase of the well, the areas not
needed to access to the well and used for producing operations
shall be filled and recontoured to blend with the rest of the

.

private land, stockpiled topsoil will be redistributed over the unusedisturbed area. After final plugging and abandonment of the well,the entire disturbed area will be contoured and topsoil spread
over any previously disturbed



O O
Point #10 Cont.......

B. The revegetation of the drill site area and access not needed to
carry on production operations will be reseeded with a seed mixturerecommended by the BLM.

C.. All pits will be fenced prior to disposal of any waste material'and the open side of the reserve pit will be fenced before re-
moving the rig from location. The fences will be maintained in
good condition until Item (1) is started.

D. Any oil or condensate on any temporary pit will be removed in atimely manner.- Overhead flagging or netting will be installedon any sump pit used to handle well fluids during the producinglife of the well.

E. Restoration activities shall begin within 90 days after the comple-
tion of the well. Once completion activities have begun, they shallbe completed within 30 days.

11. OTHER INFORMATION:

This area¯is
located in a large basin formed by the Uinta Mtns on the

North and the Bookcliff Mtns to the South. The Green River is approx.
8 miles to the west of Section 30, and the White River approx. 4 milesto the North.

The geologic structures of the area that are visible are of the Uinta
formation (Eocene Epoch) Tertiary Period na the upper elevations and thecobblestone and younger alluvial deposits from the Quarternary Period.
This project area is one of generally low-relief, formed by the extensive
erosion of the Uinta formation. Aolian deposits form a generally thin
veneer .over some areas of gentle raised relief, and extensive washing inother areas has left gravel deposits.
The majority of the numerous washes and streams in the area are of a
non-perennial nature, flowing during the early spring runoff and extreme-
ly heavy rainstorms of long duration which are extremely rare as the
annual rainfall for the area is only 8 inches.
Due to the low precipitation average,climate conditions. and the margin-
al types of soils, vegetation found in the area is common of the semi-
arid region we are located in; consisting of areas of saltbrush, tumble-
weed, horsebrush,spiny hop sage, curly grass, matchweed, greasewood anda sparse population of Indian ricegrass.

Fauna'of the area consists predominantly -of the mule deer, pronghorn
antelope, coyotes, rabbits, skunks and varieties of small ground squirrels
and other types of small.rodents. There are also reptiles, such as liz-
ards, horned toads and snakes.
Birds common to the area are finches, ground sparrows, magpies, crows,jays, sage hens and pheasants.

Livestock grazing and mineral exploration are the only surface use act-
ivities in the area. All land in Section 30 is controlled by the BLM.
There is no water in the immediate vicinity of this location. No occupieddwellings or known archeaological or cultural sites are in the area ofthis
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12. BELCO DEVELOPMENT CORPORATION'S representative for this op'eration willbe Mr. J. C. Ball, District Engineer, P. O. BOX X. Vernal, Utah, 84078.Telephone number 1-801-789-0790.

13. CERTIFICATIOÑ:

I hereby certify that I or persons under my direct supervison,have inspected the proposed drill site and access route; that I amfamiliar with.the conditions which presently exist, that the state-ments made in this Plan are to the best of my knowledge, true andcorrect; and that the work associated with the operations proposedherein will be performed by Belco Development Corporation, it's con-tractors and subcontractors, in conformity with this Plan and theterms and conditions under which it is approved.

DATE '

District
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STATEOF UTAH Scott M. Matheson, GovernorNATURALRESOURCES& ENERGY Temple A. Reynolds. Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

December 16, 1981

Belco Petroleum Corporation
P. O. Box X
Vernal, Utah 84078

Re: See Attached

Gentlemen:

In reference to the above mentioned wells, considerable time has gone
by since approval was obtained from this office.

This office has not received any notification of spudding. If you do
not intend to drill these wells, please notify this Division.
If spudding or any other activity has taken place, please send necessary
forms. If you'plan to drill these locations at a later date, please notify :

as such.

Your promt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS AND MINING

CRI FURSE
CLERK TYPIST

Board/Charles R. Henderson, Chairrnan - John L. BelI•E. Steele Mcintyre• Edward T. Beck
Robert R. Norman • Morgaret R. Bird - Herm Olsen

on equal opportung employer • piecse recvoie
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Well No. West Gusher St. #1-36U
Sec. 36, T. SS, R. 19E
Uintah County, Utah

Well No.North Duck Creek 39-30 GR
Sec. 30, T. 8S, R. 21E.
Uintah County, Utah

Well No. Natural Duck 13-21GR
SEc. 21, T. 9S, R. 20E
Uintah County, Utah

Well No. Cottonwood Buttes 1-30GR
Sec. 30, T.-9S, R. 21E
Uintäh County, Utah

Well No. Cottonwood Buttes 2-30Gr
Sec. 30, T. 9s, R. 21E
Uintah Coùnty, Utah

Well No. Cottonwood Buttes 3-30GR
Sec. 30, T. 9S, R. 21E
Uintah County,,Utab

Well No. Cottonwood Buttes #4-30GR
Sec. 30, T. 9S, R. 21E
Uintah County, Utah

Well No. Cottonwood Buttes 5-30GR
SEC. 30, T. 9S, R. 21E,
Uintah County, Utah

Well Now Cottonwood Buttes 6-30
Sec. 30, TD,9S, R. 21E
Uint h COunty, UTah

Well No, Chapita Wells Unit #53-33
Sec. 33, Ti 9S, R. 23E
Uintah County,



P.O. Box X
Vernal, Utah 84078
Telephone (801) 789-0790

Belco Development Corporation

Belco

December 21, 1981

State of Utah
Division_of Oil, Gas and Mining
4241 StateoOffice Building
Salti Lake City, Utah 8419

RE: Expired.permits
See attached list

Attn: Ms Cari Furse

Belco does not :intend at this time to drill any of the wells
on the attached list. No work of any kind has been done on these
locations. If at any future date it is desirable to drill any of
these wells, a new form will be submit-ted.

Sincerely,

Kathy Knutson
Engineering Clerk
Belco Development Corp

cc:
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Well No. West Gusher St. #1-36U
Sec. 36, T. 5S, R. 19E
Uintah County, Utah

Well No.North Duck Creek 39-30 GR
Sec. 30, T. 85, R. 21E.
Uintah County', Utah

Well No. Natural Duck 13-21GR
SEc. 21, T. 9S, R. 20E
Uintah County, Utah

Well No. Cottonwood Buttes 1-30GR
Sec. 30, T.,9S, R. 21E
Uintah County, Utah

Well No; Cottonwood Buttes 2-30Gr r
Sec.630., T1,9s, R.-21E E
Uintäh'County, Utah

Well Nol Cottonwood Buttes)-30GR
Sec. 30, T. 9S, RJ .21E
Uintah County, Utah

Well No; Cottonwood Buttes #4-30GR
Sec. 30, T. 9S, R 21E
Uintäh County, Utah B

Well No. Cottonwood Buttes 5-30GR
SEC. 30, T. 9S, R. 21E,
Uintah County, Utah

Well Nol Cottonwood Buttes 6 306
Sec.530, TD,9S, RS,21E
Uintäh]COunfÿ, UTah a

Well No; Chapita Wells Unit #53-333
Sec.533, TS.9S, RT 23E
Uintäh County,
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